Exhaust Pipe and Muffler

- Replacement

NOTE: Use new gaskets and self-locking nuts when reassembling.

HEAT SHIELD

6x1.0mm
10 N°m {1.0 kg-m,

7 ib-ft) \
SELF LOCKING NUTS

10 x 1.25 mm

55 N-m (5.5 kg-m,
40 Ib-ft)
Replace.

CATALYTIC CONVERTER
TORQUE SEQUENCE
MUFFLER

HEAT SHIELDS

6x1.0mm

10 N-m {1.0 kg-m, 7 Ib-ft)

GASKET
Replace.

GASKET

it .
Replace SELF-LOCKING NUTS

GASKET 10 x1.25 mm
Replace. 34 N-m (3.4 kg-m, 25 ib-f1)
Replace.

GASKET ___——SELF-LOCKING NUTS
Replace. 8 x1.25 mm
16 N-m (1.6 kg-m,
Replace.

SELF-LOCKING NUTS

2 10 x 1.256 mm
34 N-m (3.4 kg-m,
EXHAUST PIPE A 25 Ib-ft) Replace.
1S§LF_LOCKING NUTS OXYGEN SENSOR/
x 1.25 mm
65 N-m (5.5 kg-m 45 N-m (4.5 kg-m,
’ ’ 33 Ib-ft)

40 Ib-ft)

I n damage.
Replace. Be careful not to ge






