— Switch Test

CAUTION:

® All SRS electrical wiring harnesses are covered with
yellow outer insulation.

® Replace the entire affected SRS harness assembly if
it has an open circuit or damaged wiring.

® Before disconnecting the SRS wire harness, install the
short connector on the airbag.

SRS MAIN HARNESS

1. Disconnect the battery negative cable, then discon-
nect the positive cable.

2. Make sure the wheels are turned straight ahead.
3. Remove the dashboard lower cover.

4. Install the short connector on the airbag.
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Disconnect the cable reel harness 6-P connector
from the SRS main harness, then connect Test
Harness C only to the cable reel harness 6-P
connector.

CABLE REEL HARNESS
6-P CONNECTOR

TEST HARNESS C
07LAZ—SL40300

Check for continuity between the No. 3 terminal
and body ground with the horn switch pressed.
There should be continuity.

® If there is continuity, the horn switch is OK.
® |f there is no continuity, go to step 7.

(cont’d)
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Horns

— Switch Test (cont’d)

7. Remove the two TORX® bolts using a TORX® T30
bit, then remove the airbag assembly.

CRUISE CONTROL
SWITCH COVER

TORX® BOLT
10 N*m (1.0 kg-m, 7 Ib-ft)
Replace

8. Check for continuity between the horn positive ter-
minal and the steering shaft with the horn switch
pressed.

There should be no continuity.

POSITIVE TERMINAL

STEERING SHAFT

9.

® |f there is continuity, replace the cable reel.

® If there is no continuity, remove the nut and the
steering wheel. Remove the four screws, then
remove the steering wheel cover. Replace the
horn switch.

STEERING WHEEL NUT
50 N°m (5.0 kg-m, 30 Ib-ft)
Replace

STEERING WHEEL
COVER

Install the steering wheel.

16-62






