Differential Oil Seals

— Removal

1. If seals are to be replaced, or if differential needs re-
pair, remove differential assembly.

CLUTCH
HOUSING

DRIVER
077490010000

DRIVER ATTACHMENT, E
07947-6340500

2. Drive the differential oil seal out of the clutch hous-
ing.

3. Remove 80 mm snap ring in transmission housing.

DIFFERENTIAL
OIL SEAL

80 mm SNAP RING

4. Drive the differential oil seal out of the transmission
housing.

NOTE: Replace the differential oil seal in the trans-
mission housing whenever disassembled.

Bearings and Seals
— Replacement (Clutch Housing)

1. Remove countershaft bearing retainer plate.

2. Remove the breather chamber plate.

BEARING RETAINER
PLATE

OIL GUIDE PLATE BREATHER CHAMBER PLATE

3. Insert Bearing Remover with attachment into
countershaft bearing.

4. Raise slide hammer rapidly and strike against han-
dle.

Repeat several times to remove bearing.

-BEARING REMOVER
07936-—-6340000

ATTACHMENT
07936—-6890101
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6.

MAINSHAFT OIL SEAL
o

Remove mainshaft bearing and oil seal from clutch
housing by prying out with a screwdriver.

NOTE: Always install new oil seal. Do not reinstali
old one.

MAINSHAFT OIL SEAL

Install the mainshaft oil seal.

NOTE: Install the oil seal with the sealing lips
facing the mainshaft bearing.

DRIVER
07947 -6340000

7. Install the countershaft oil barrier plate.

OIL BARRIER PLATE

8. Drive in countershaft bearing with support block
placed under case to support bearing boss.

DRIVER
07749-0010000

DRIVER ATTACHMENT COUNTERSHAFT
52 x 55 mm BEARING
077460010400

9. Reinstall bearing retainer plate. Install screws using
impact driver. Stake the screws.

P
BEARING RETAINER
PLATE

10. Reinstall the breather chamber plate.
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