Mainshaft

index

NOTE:

® Clean all parts thoroughly in solvent and dry with compressed air.
® Third, fourth and fifth gear needle bearings are identical.

Lubricate all parts with oil before reassembly.

NEEDLE BEARING
Check for wear, faulty
roller movement.

SPACER COLLAR

NEEDLE BEARING
Check for wear, faulty
roller movement.

FORTH GEAR
Inspection, page 14-25

SYNCHRONIZER RING

Inspection, page 14-21

SYNCHRONIZER SPRING
Replace

SPRING WASHER RING

LOCKNUT
90 N'm (9.0 kg-m, 65 ib-ft)

SYNCHRONIZER
SLEEVE

Inspection, page 14-21

SYNCHRONIZER HUB

FIFTH GEAR
Inspection, page 14-26

SYNCHRONIZER

{nspection,
page 14-21

MAINSHAFT
Inspection, page 14-23

BALL BEARING

SPACER WASHER 28 mm
SYNCHRONIZER Inspection, page 14-26
SLEEVE

Inspection, page 14-21

SNAP RING 28 mm

SYNCHRONIZER
SPRING
Replace

THIRD GEAR
{nspection,
page 14-25

SYNCHRONIZER
SPRING
Replace

SYNCHRONIZER
RING
Inspection, page 14-21

SYNCHRONIZER
HUB

SPACER COLLAR
SNAP RING 50 mm

MAINSHAFT NEEDLE
BEARING

/
Ve

MAINSHAFT NEEDLE
BEARING OUTER RACE
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NEEDLE BEARING
Check for wear, faulty
roller movement.
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