.
Crankshaft Pulley Bolt l'gl

— Replacement

SOHC engine:
6 x1.0 mm SEAL RUBBER
10 N-m (1.0 kg-m, 7 Ib-ft)
UPPER COVER
HANDLE
PULLEY HOLDER ATTACHMENT
07JAB—00100200 ;A 0010100

LOWER COVER
Remove the four
bolts.

6x1.0 mm
10 N-m (1.0 kg-m, 7 Ib-ft)

SOCKET WRENCH, 17 mm
07JAA—0010100

Apply molybdenum disulfide to the mating
surface of the socket and attachment.

CRANKSHAFT PULLEY

14 x 1.25 mm
165 N'm (16.5 kg-m, 119 Ib-ft)
Apply engine oil to the boit threads.

6x1.0 mm
10 N°m (1.0 kg-m., 7 Ib-ft)

DOHC engine:
UPPER COVER

LOWER COVER

Remove the four
HANDLE /_\ bolts.
07JAB—00100200

PULLEY HOLDER ATTACHMENT
07JAB—0010100

6 x 1.0 mm
10 N'm
(1.0 kg-m, 7 Ib-ft)

SOCKET WRENCH, 17 mm
07JAA—0010100

Apply molybdenum disulfide to the mating
surface of the socket and attachment.

14 x 1.25 mm
165 N-m (16.5 kg-m, 119 Ib-ft) CRANKSHAFT PULLEY
Apply engine oil to the bolt threads.
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