Governor Valve
~Disassembly/Inspection/Reassembly

NOTE:

® Clean all parts thoroughly in solvent or carburetor cleaner, and dry with compressed air. Blow out all passages.
® Check that the governor works smoothly; replace it if it does not.

® Coat all parts with ATF before reassembly.

12 N'm (1.2 kg-m. 9 Ib-ft)

GOVERNOR HOUSING
NOTE: Check that governor

GOVERNOR HOUSING ASSEMBLY
works smoothly.

Inspect for wear, scratches, scoring or
warpage.
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FILTER

PIPE
Inspect for damage to end.

SHAFT

Inspect for scoring or
scratches.

WOODRUFF KEY
/ Inspect for damage

12 N-m (1.2 kg-m, 9 Ib-ft)

THRUST WASHERS
BY-PASS BODY COVER

Inspect face for wear or damage.

GEAR
Inspect teeth for wear
or damage.
SNAP RING
— Spring Specifications Unit of length mm (in.)
. Standard (New)
No. Spring
Wire Dia. 0.D. Free Length No. of Coils

@® | Governor spring A 1.0(0.039) 18.8(0.740) 20.4(0.803) 4

® | Governor spring B 0.8(0.031) 11.8(0.465) 26.7(1.051) 6
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