Timing Belt

l— Outline of Model Change

The crankshaft pulley bolt has been changed.




Spe

cial Tools

®-1 07JAA—-0010200
-2 07JAB—0010100
@-3 07JAB—0010200

Socket Wrench, 19 mm
Pulley Holder Attachment
Handle

Ref. No. Tool Number Description Q'ty Remarks
@ 07JAB—0010000 Crank Pulley Holder Set 1 Crankshaft
pulley

Component
tools
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Timing Belt ’g]

Hlustrated Index

NOTE:
® Before removing, mark direction of rotation.
® Refer to base manual to position the crankshaft and timing belt pulleys before installing timing belt.

Fuel-Injected Engine:

CAMSHAFT
TIMING BELT
PULLEYS

SPECIAL
WASHERS

8 x 1.25 mm
38 N-m (3.8 kg-m, 27 Ib-ft)
MIDDLE COVER
SIDE COVER

6 x 1.0 mm
10 Nem (1.0 kg-m, 7 Ib-ft)

SEAL RUBBER

LOWER COVER
Remove the six

)

TENSIONER
SPRING

bolts. 9 h
KEY >
CRANKSHAFT g
PULLEY \
N 73 > \ K
@ = 6 x 1.0 mm
1' 10 N-m (1.0 kg-m, 7 Ib-ft)
¥ BELT TIMING BELT
TENSIONER
Install with concave
surface facing in.
K "CRANKSHAFT
Install with concave
surface facing out. TIMING BELT PULLEY

ADJUST BOLT
6 x 1.0 mm 43 N-m

10 Nem (1.0 kg-m, 7 Ib-ft) (4.3 kg-m, 31 Ib-ft)
For adjustment only,
do not remove.

14 x 1.25 mm
150 N°m
{15.0 kg-m, 108 Ib-ft)
Apply engine oil to
the bolt threads.

HANDLE
07JAB—0010200

PULLEY HOLDER ATTACHMENT
—0010100

SOCKET WRENCH, 19 mm
07JAA-0010200

Apply molybdenum disulfide
to the mating surface of the
socket and attachment.
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Timing Belt

Illustrated Index

NOTE:
® Before removing, mark direction fo rotation.
® Refer to base manual to position the crankshaft and timing belt pulleys before installing timing belt.

Carbureted Engine:

ADJUST BOLT
43 N-m

(4.3 kg-m, 31 Ib-ft)
For adjustment only,
do not remove.

LOWER COVER
Remove the
six bolts.

SEAL RUBBER

6 x 1.0 mm
10 Nem (1.0 kg-m, 7 Ib-ft}

Instali with concave
surface facing in.

N Install with concave

~ surface facing out. \

CRANKSHAFT
TIMING BELT PULLEY

CRANKSHAFT PULLEY
14 x 1.25 mm

150 N-m

(15.0 kg-m, 108 Ib-ft}
Apply engine oil to
the bolt threads.

HANDLE

07JAB—0010200 pyLLEY HOLDER ATTACHMENT
07JAB—0010100

=

SOCKET WRENCH, 19 mm
07JAA-0010200

Apply molybdenum disulfide to
the mating surface of the
socket and attachment.



