Shift Cable

—Removal

NOTE: Shift to [2] position before removal.

1. Remove the consol and disconnect shift cable by
removing the lock pin.

2. Remove the selector lever bracket bolts from inside
the car.

3. Remove the shift cable bracket bolt from outside of
the car.

[6 x 1.0 mm Bolt torque 10 N-m (1.0 kg-m, 7 Ib-ft)]

4. Remove the bolts for the shift cable rebber from
outside of the car.

NOTE: Slide the rear steering cover by removing
boits. (4WS only)
LOCK PIN

SELECTOR LEVER
BRACKET

SHIFT CABLE RUBBER

10 N*m (1.0 kg-m, 7 Ib-ft)

5. Remove the cable holder.

27 N*m (2.7 kg-m, 20 Ib-ft)
CABLE HOLDER

6.

7.

Remove the engine stiffener.

39 N+m (3.9 kg-m, 28 Ib-ft}

Remove the torque converter cover.

COVER

12 N-m (1.2 kg-m, 9 Ib-ft)

TORQUE CONVERTER

(cont’d)
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Shift Cable

— Installation

|—-Removal {cont’d)

8. Remove the shift cable by removing the control pin.

COTTER PIN

Replace CONTROL
CABLE

CONTROL PIN

9. Pull the shift cable out of the by setting slot.

CAUTION: Do not bend the shift cable exces-
sively.

1. Installation is in the reverse order of removal.

NOTE: When installing the engine stiffener, loose-
ly install the bolts then, torque them in the order
shown.

39 N-m (3.9 kg-m, 28 Ib-ft}

® Shift cable adjustment Page 9-29.
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